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REMOVE ALL BURRS AND
BREAK SHARP EDGES .03 MAX.

SURFACE TEXTURE TO BE IN
ACCORDANCE WITH LATEST ANSI B46.1

DIMENSIONING & TOLERANCING IN
ACCORDANCE WITH LATEST ANSI Y14.5
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TUNGSTEN
MILT-21014D CLASS 3
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3.  FOR COMPLETE BRAZING SPECIFICATIONS, SEE
ANL DOCUMENT #AMS 2664E.

REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
2.  FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM

4.  DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS.

ANL DOCUMENT #410201-00095.

    PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.
   SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS

1.  WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

OFHC

AND FOR REFERENCE ONLY

1 ADDED BRAZING NOTE RAF 4/95

2 ADDED OFHC TO COPPER RAF 4/95

3 TUNGSTEN WAS TANTALUM TA-222 RAF 6/95
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